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VDC/4-20 mA Two-Position

On/Off

Blk  (1)  Common

Red (2)  + Hot

Wht (3)  Y Input,  

 2 to 10V

24 VAC Transformer

Control Signal
  (+)

2 to 10 VDC or 4 to 20 mA

(–)

Feedback Signal
  (+)2 to 10 VDC

(–)

 Ω 

500 Ω

Line

Volts

Org (5)  U Output,

 2 to 10V

 1/4 watt

2 to 10 VDC

24 VAC Transformer

a open
a closed

             The indication of direction 
is valid for switch position 0.

Blk   (1)   Common

Red  (2)   +

     

Wht  (3)   +
a

Line
Volts

–

10

Fail-Safe Position Setting

10

50%

TOOL

50%

TOOL

0  to 1

PC-Tool
MFT Only

Status

10

1

0

TOOL

Power
Adaption

CCW CW

%
MFT

-1, -SR

CWCCW

0
CCW

1
CW

0
CCW

1
CW

0
CCW

1
CW

Blk   (1)  Common

Red  (2)  + Hot

Wht  (3)  Y1 Input, 2 to 10V

Org   (5)  U Output, 2 to 10V

(–)

(+)

Line

Volts

24 VAC Transformer

Ω
500 Ω
1/4 watt

Control Signal:

2 to 10 VDC or 4 to 20 mA

Blk   (1)  Common

Red  (2)  Hot 

Wht  (3)  Y Input

Org   (5)  U Output 

Line

Volts

24 VAC/DC Transformer

a

Position
Feedback VDC (+)

(–)

Wire Colors

BLK
Black
Negro
Noir
Preto

ORG
Orange
Anaranjado
Orange
Alaranjado

RED
Red
Rojo
Rouge
Vermelho

WHT
White
Blanco
Blanc
Branco

0
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0 s

5 s

*Power Fail Delay

Duration of voltage interruption [Days]

*0 seconds �xed power fail delay for -1 and -SR models.
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Typical Pre-Charging Times


